FULL MECHANICAL SUSPENSION IS BUILT TO SMOOTH OUT THE ROUGHEST RIDES
**MSG 85/721**

Our full mechanical suspension is built to deliver hardworking comfort in a wide variety of demanding, heavy-duty applications.

---

**FEATURES**

<table>
<thead>
<tr>
<th>Feature</th>
<th>Include</th>
</tr>
</thead>
<tbody>
<tr>
<td>Mechanical heavy-duty suspension</td>
<td>●</td>
</tr>
<tr>
<td>Suspension stroke up to 7.0&quot; (180 mm)</td>
<td>●</td>
</tr>
<tr>
<td>Shock absorber</td>
<td>●</td>
</tr>
<tr>
<td>Weight adjustment range – 110-285 lbs. (50-130 kg)</td>
<td>●</td>
</tr>
<tr>
<td>Weight indicator</td>
<td>●</td>
</tr>
<tr>
<td>Fore/aft adjustment</td>
<td>●</td>
</tr>
<tr>
<td>Height adjustment up to 3.1&quot; (80 mm)</td>
<td>●</td>
</tr>
<tr>
<td>Lumbar support</td>
<td>●</td>
</tr>
<tr>
<td>Adjustable headrest</td>
<td>○</td>
</tr>
<tr>
<td>Backrest extension</td>
<td>○</td>
</tr>
<tr>
<td>Swivel (0° to 360°)</td>
<td>○</td>
</tr>
<tr>
<td>Retractable seat belt</td>
<td>○</td>
</tr>
<tr>
<td>Seat depth/tilt</td>
<td>○</td>
</tr>
<tr>
<td>Adjustable or foldable armrests</td>
<td>○</td>
</tr>
<tr>
<td>Document box or net</td>
<td>○</td>
</tr>
<tr>
<td>Side-to-side isolator</td>
<td>○</td>
</tr>
<tr>
<td>Fore/aft isolator</td>
<td>○</td>
</tr>
<tr>
<td>Operator presence switch</td>
<td>○</td>
</tr>
<tr>
<td>Control carrier console</td>
<td>○</td>
</tr>
<tr>
<td>Seat cushion width of 18.9&quot; (480 mm)</td>
<td>●</td>
</tr>
<tr>
<td>Standard seat cushion width of 20.8&quot; (530 mm)</td>
<td>○</td>
</tr>
<tr>
<td>Extra-wide seat cushion width of 21.6&quot; (550 mm)</td>
<td>○</td>
</tr>
</tbody>
</table>

---

**OPTIONAL FEATURES**

- Shock absorber
- Weight adjustment range
- Height adjustment
- Lumbar support
- Adjustable headrest
- Backrest extension
- Swivel (0° to 360°)
- Retractable seat belt
- Seat depth/tilt
- Adjustable or foldable armrests
- Document box or net
- Side-to-side isolator
- Fore/aft isolator
- Operator presence switch
- Control carrier console
- Seat cushion width of 18.9" (480 mm)
- Standard seat cushion width of 20.8" (530 mm)
- Extra-wide seat cushion width of 21.6" (550 mm)

---

**Mechanical heavy-duty suspension**

- Suspension stroke up to 7.0" (180 mm)
- Shock absorber
- Weight adjustment range – 110-285 lbs. (50-130 kg)
- Weight indicator
- Fore/aft adjustment
- Height adjustment up to 3.1" (80 mm)
- Lumbar support
- Adjustable headrest
- Backrest extension
- Swivel (0° to 360°)
- Retractable seat belt
- Seat depth/tilt
- Adjustable or foldable armrests
- Document box or net
- Side-to-side isolator
- Fore/aft isolator
- Operator presence switch
- Control carrier console
- Seat cushion width of 18.9" (480 mm)
- Standard seat cushion width of 20.8" (530 mm)
- Extra-wide seat cushion width of 21.6" (550 mm)

---

**Our full mechanical suspension is built to deliver hardworking comfort in a wide variety of demanding, heavy-duty applications.**

---

**Mechanical heavy-duty suspension**

- Suspension stroke up to 7.0" (180 mm)
- Shock absorber
- Weight adjustment range – 110-285 lbs. (50-130 kg)
- Weight indicator
- Fore/aft adjustment
- Height adjustment up to 3.1" (80 mm)
- Lumbar support
- Adjustable headrest
- Backrest extension
- Swivel (0° to 360°)
- Retractable seat belt
- Seat depth/tilt
- Adjustable or foldable armrests
- Document box or net
- Side-to-side isolator
- Fore/aft isolator
- Operator presence switch
- Control carrier console
- Seat cushion width of 18.9" (480 mm)
- Standard seat cushion width of 20.8" (530 mm)
- Extra-wide seat cushion width of 21.6" (550 mm)

---

**Our full mechanical suspension is built to deliver hardworking comfort in a wide variety of demanding, heavy-duty applications.**